| REGOLATORE PER PANNELLO SOLARE |

Questo regolatore € indispensabile per salvaguardare la
batteria, sia mentre & caricata da pannelli solari, sia
mentre e fornitrice di energia.

Il PSR15:

1) provvede automaticamente ad interrompere la carica
quando  questa e completa,  evitando il
surriscaldamento della batteria (Led Giallo).

2) interrompe I'erogazione di corrente quando la tensione
della batteria scende sotto una soglia critica (Led
Rosso).

3) indica quando la batteria & in grado di fornire energia.
(Led Verde segnala che la batteria non &
completamente carica, ma € comunque in grado di
erogare energia).

Caratteristiche: A

Fusibile di protezione: 20 A (a lama)

Pannello solare collegabile: complessivamente 250 W 12 V
Batterie: piombo - piombo gel 12 V

Max. carico: 12V 20 A

Dimensioni: 125 x 88 x 35 mm

Peso: 0,233 Kg.

Installazione:
1) Togliere il coperchio con le due viti.
2) Fissare il regolatore alla parete con due viti

autofilettanti.
3) Effettuare il collegamento con faston 6,2 mm.
4) Sezione dei cavi di collegamento:
- alla batteria — almeno 6 mm?;
- al pannello solare — almeno 2,5 mm?.

SOLAR PANEL REGULATOR |

This regulator is essential for safeguarding the battery,
both while it is being charged by the solar panels, as well
as when it is providing energy.

The PSR15:

1) automatically interrupts charging when the battery is
fully charged, to avoid overheating (yellow LED).

2) cuts off power supply when battery voltage drops below
a critical threshold (red LED).

3) indicates when the battery is ready to supply energy -
(the green LED signals that the battery is not
completely charged, but that the level is sufficient to
supply energy).

Protection fuse: 20 A (blade type)

Solar panel for connection: total 250 W 12 V
Batteries: lead - lead gel 12 V

Max. charge: 12 V 20 A

Dimensions: 125 x 88 x 35 mm

Weight: 0.233 Kg.

Installation:

1) Remove the cover using the two screws.

2) Fit the regulator to the wall using two self-tapping
screws.

3) Connect using a 6.2 mm. faston connector.

4) Connection cable section:

- to battery —» at least 6 mm?;

- to solar panel —at least 2.5 mm®.
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